BIG ELEPHANT
[ Electric Power Hoist ]

BIG ELEPHANT

~




[ Features & Functions |

B With double brakes multi-coil D.C. brake and multi-
disk electro-magnetic brake to ensure safety and
durability.

B With high-temperature resisting motor, powerful in
torsion, low noise and operatable anywhere.

B Switch in plastic material and low current operating to
avoid electric shock.

B With platenary gear smooth rotation and powerful
torgue.

B With sealed cover to protect from dust and rain.

M With special eccentric shaft to assure the even load
when travelling on rail.

k peed, low speed, dual speeds, mono
e rail are available.

2IG ELEPHANT ! |  dual Speed controlled by
r to ensure smooth lifting and

th mechanical
ce to prevent from

™ Mechanical overload device

- Brake System - Control Panel - Bottom Hook

AC brake « Inverter control - Forged alloy
- Asbestos free ligning, no jamming + Mechanical overland device « CNS alloy
« High safety + High grade contactors « Safety factor > 5
- Easy adjust + Quick-open latched » Safety latch
- Special durable brake coil with no « Neat arrangement » Ensure wire rope durability

rmin wn
PAmAd S - Gear Reducer
. Planetary gear system - Eccentric Wheel Shaft

- Hoisting Motor + Alloy steel » Auto adjust to undulated tracks
- FClass - Carburization heat treatment + Balancing uneven loads
- Heavy duty - Sand blasted
- Minimal noise » Minimal noise - Wire Rope
- Low starting current - Standard lubricating oil » Rope untwistable

- High starting torque - No oil leakages . Long lasting



[ Product Code]
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100 : 10000 kg
200 : 20000 kg
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Type Hoisting Speed Capacity Lifting Height (m)
_____________________________________________________ e e I el s
Fixed :H Fast Double :FD E 10 :1000 kg i None :8m
Monorail :E Slow Double :SD | 20 :2000kg i\ H (12m
Double Rail : D Single Speed :X | 30 :3000kg E C : Custom Height
: 50 :5000kg :
i :
i :

Crane application grade

Machine Maintenance Light Handing - Machine Shops [~II
Warehouse - Ordinary Workshop [1~I11

I~V

Industrial Processes - Gripper
I~V
N~V

Lifting Magnet - Cast-iron Processes
Steel Yard - Ladle Crane

Frequency of usage by ED percent and No. of starts

(JEM 1393)

Load Distribution

Loading rate | Load distribution model | <15

When normally working
with 50% or
less of WLL and
sometimes with WLL,

Distribution

When normally working
with 50% or
less of WLL and
sometimes with WLL.

100%
Standard Load
0% ‘

Distribution

When using a heavy
duty device like a
lifting magnet,
and normally working
with WLL.
Distribution

WLL : indicates maximum load (working load limit) which a hoist is designed to support in general service.

(JEM 1393)



Before buying or installing electric hoists, there are some factures you must be aware of :

The Usage Speed
Operating Time Workshop
Frequency of Use Temperature
Capacity Speed

| Double Rail Hoist ]

Capad Lift Traversa Wire Wbkt
(;'.'::)w Model | Lift | speed | Motor | Speed | Motor el a A B ¢ | B E Kg
M/min KW M/min KW
2 DSD-20 8 | 25~06 | 15 |133/44 | 04 8 | 1x4 | 820 | 1260 | 420 | 600 | 750 420
2 DSD-20H 12 | 25~06 | 15 | 133/44 | 04 8 1x4 | 820 | 1510 | 420 | 600 | 1080 | 460
2 DFD-20 8 | 5~13 22 | 183/6.1 | 04 8 | 2x4 | 820 | 1260 | 420 | 600 | 750 420
2 DFD-20H 12 | 5~13 22 | 183/6.1 | 04 8 | 2x4 | 820 | 1510 | 420 | 600 | 1080 | 460
3 DSD-30 8 | 25~06 | 22 | 133/44 | 04 10 | 1x4 | 820 | 1260 | 420 | 600 | 750 430
3 DSD-30H | 12 | 25~06 | 22 | 133/44 | 04 10 | 1x4 | 820 | 1510 | 420 | 600 | 1080 | 470
3 DFD-30 8 | 5~13 37 | 183/6.1 | 04 10 | 2x4 | 820 | 1260 | 420 | 600 | 750 430
3 DFD-30H | 12 | 5~13 37 | 183/6.1 | 04 10 | 2x4 | 820 | 1510 | 420 [ 600 | 1080 | 470
5 DSD-50 8 | 3~08 37 | 133744 | 075 12 | 1x4 | 920 | 1320 | 500 | 700 | 780 580
5 DSD-50H 12 | 3~08 37 | 133744 | 075 12 | 1x4 | 920 | 1640 | 500 | 700 | 1120 | 650
5 DFD-50 8 | 43~11 | 55 |183/61 | 0.75 12 | 2x4 | 920 | 1430 | 500 | 700 | 780 650
5 DFD-50H 12 | 43~11 | 55 |183/6.1 | 0.75 12 | 2x4 | 920 | 1750 | 500 | 700 | 1120 | 720
75 DSD-75 8 | 2~05 55 | 133/44 | 075 | 14 | 1x4 | 950 | 1430 | 500 | 800 | 780 680
7.5 DSD-75H | 12 | 2~05 55 | 133/44 | 075 | 14 | 1x4 | 950 | 1750 | 500 | 800 | 1120 | 750
75 DFD-75 8 | 4~10 75 | 183/61 | 075 | 14 | 2x4 | 950 | 1470 | 500 | 800 | 780 700
7.5 DFD-75H | 12 | 4~1.0 75 | 183/61 | 075 | 14 | 2x4 | 950 | 1790 | 500 | 800 | 1120 | 770
10 DSD-100 | 8 | 2~05 75 | 133/44 | 1.1 18 | 1x4 | 1230 | 1610 | 550 | 1050 | 880 1200
10 DSD-100H | 12 | 2~05 75 | 133/44 | 1.1 18 | 1x4 | 1230 | 2050 | 550 | 1050 | 1310 | 1450
10 DFD-100 | 8 | 4~10 11| 183/6.1 | 1.1 18 | 2x4 | 1230 | 1610 | 550 | 1050 | 880 1250
10 DFD-100H | 12 | 4~10 11| 183/6.1 | 1.1 18 | 2x4 | 1230 | 2050 | 550 | 1050 | 1310 | 1500
15 DSD-150 | 8 | 2~05 11 | 133/44 | 15 18 | 1x4 | 1230 | 1610 | 550 | 1080 | 880 1330
15 DSD-150H | 12 | 2~05 11 | 133/44 | 15 18 | 1x4 | 1230 | 2050 | 550 | 1080 | 1310 | 1580
15 DFD-150 | 8 | 38~10 | 15 | 133/44 |15 18 | x4 | 1230 | 1630 | 550 | 1080 | 880 1380
15 DFD-150H | 12 | 38~10 | 15 | 133/44 | 15 18 | 1x4 | 1230 | 2070 | 550 | 1080 | 1310 | 1630
20 DSD-200 | 8 | 25~06 | 15 | 133/44 | 11X2 | 20 | 1x4 | 1624 | 2010 | 900 | 1230 | 1200 | 2100
20 DSD-200H | 12 | 25~06 | 15 | 133/44 | 11X2 | 20 | 1x4 | 1624 | 2010 | 900 | 1230 | 1200 | 2200
20 DFD-200 | 8 | 42~1.1 | 22 | 133/44 | 10X2 | 20 | 1x4 | 1624 | 2060 | 900 | 1230 | 1200 | 2260
20 DFD-200H | 12 | 42~11 | 22 | 133/44 | 11X2 | 20 | 1x4 | 1624 | 2060 | 900 | 1230 | 1200 | 2400
30 DSD-300 | 8 | 21~05 | 19 | 133/44 | 15X2 | 20 | 1x6 | 1824 | 2260 | 900 | 1320 | 1400 | 2700
30 DSD-300H | 12 | 21~05 | 19 | 133/44 | 15X2 | 20 | 1x6 | 1824 | 2460 | 900 | 1320 | 1600 | 2860
30 DFD-300 | 8 | 28~07 | 22 | 133/44 | 15%2 | 20 | 1x6 | 1824 | 2260 | 900 | 1320 | 1400 | 2800
DFD-300H | 12 | 28~07 | 22 | 133/44 | 15%2 | 20 | 1x6 | 1824 | 2460 | 900 | 1320 | 1600 | 3000




Capacity
(ton)
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Model

ESD-20
ESD-20H
EFD-20
EFD-20H
ESD-30
ESD-30H
EFD-30
EFD-30H
ESD-50
ESD-50H
EFD-50
EFD-50H
ESD-75
ESD-75H
EFD-75
EFD-75H
ESD-100
ESD-100H
EFD-100
EFD-100H
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Lift Traversa Wire

Speed | Motor | Speed | Motor o A
M/min | KW M/min | KW

2.5~06 1.5 13.3/44 | 04 8 1x4 | 450
2.5~06 1.5 133/44 | 04 8 1x4 | 450
5~1.3 2.2 183/61 | 04 8 2x4 | 450
5~13 22 |183/6.0 | 04 8 | 2x4 | 450
2.5~0.6 2 13.3/44 | 04 10 | 1x4 | 470
25~06| 22 |[133/44| 04 10 | 1x4 | 470
5~13 37 |183/6.1 | 04 10 | 2x4 | 470
5~13 3.7 |[183/6.1 | 04 10 | 2x4 | 470
3~0.8 37 13.3/44 | 0.75 12 | x4 | 500
3~0.8 37 [133/44| 075 | 12 | 1x4 | 500
43~1.1 55 18.3/6.1 | 0.75 12 | 2x4 | 500
43~11 1] 55 |183/61 | 075 | 12 | 2x4 | 500
2~05 55 |[133/44| 075 | 14 | 1x4 | 500
2~05 55 |[133/44 | 075 | 14 | 1x4 | 500
4~1.0 75 |183/60 | 075 | 14 | 2x4 | 500
4~1.0 75 |183/60 | 075 | 14 | 2x4 | 500
2~05 7.5 13.3/44 | 1.1 18 | 1x4 | 610
2~0.5 75 13.3/44 | 11 18 | 1x4 | 610
4~1.0 1 18.3/6.1 1.1 18 | 2x4 | 610
4~1.0 1 18.3/6.1 1.1 18 | 2x4 | 610

| Fixed Type Hoist ]

(Vo R O, I WU IR VLR S N ]

Model

HX-20
HX-20H
HX-30
HX-30H
HX-50
HX-50H

Lift

12

12

12

Lift Wire
Speed | Motor —_ N A
M/min Kw
5 2.2 8 2x4 | 590
5 2.2 8 2x4 | 590
5 3.7 10 2x4 | 590
5 3.7 10 2x4 | 590
43 5.5 12 2x4 | 660
43 55 12 2x4 | 660
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BIG ELEPHANT

690
940
690
940
740
1060

360
360
360
360
430
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Weight
KG

400
440
400
440
420
460
420
460
520
590
580
660
620
700
650
730
1050
1300
1100
1350

Weight

360
400
380
420
510
560



355 Y10 MAU MECHANICAL CO., LTD.
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= Binh Duong Tel

= Bac Ninh
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Fax
Email :

H/P
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: 84-650-3759-622, 3759-623
: 84-650-3759-946

yiomau.vn@gmail.com
ym@yiomau-mechanical.com

:0918-088-770 #45%4%E Mr. Huang
:0908-446-388 k5% Mr. Chau



